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GENERAL NOTES

A

A

CITY OF DES MOINES

PEDESTRIAN BRIDGE REMOVAL / UNIVERSITY AVE CROSSWALK

CONCEPTUAL SITE IMPROVEMENTS AT WINDSOR ELEMENTARY SCHOOL

REMOVE BRIDGE AND SIDEWALK APPROACH

PROPERTY AND ROW LINES ESTABLISHED FROM POLK COUNTY GIS.  CONSIDERED APPROXIMATE ONLY.

UTILITIES BASED ON MAPPED LOCATION ONLY.

2.

1.

TREE IMPACT (4)

UTILITY RELOCATION

UTILITY RELOCATION

UTILITY RELOCATION

UTILITY RELOCATION
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DETECTABLE WARNINGS

STAINED CONCRETE MEDIAN (OR OTHER)

SIDEWALK

ROADWAY PAVEMENT

SPEED FEEDBACK SIGN

SPEED FEEDBACK SIGN
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43.5' (EXISTING B/B)

49.0' B/B
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8.5'-13.5'
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5.5'-10.5'
VAR.

3.0'-13.5'
VAR.
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F/F

6' MEDIAN

UNIVERSITY SECTION A-A

  GRADING WORK BACK INTO SCHOOL PROPERTY.

  RECONSTRUCTION, SIDEWALK RECONSTRUCTION, AND

1. WIDENING ON RT/SOUTH WILL REQUIRE BUS PULL OUT

NOTES:

STAINED CONCRETE

DOWELED PAVED MEDIAN WITH


